TEMPORARY EROSION CONTROL SEEDING (15 LBS)
AND EROSION CONTROL BLANKET (704 SY)

TEMPORARY EROSION CONTROL SEEDING (5 LB)
AND EROSION CONTROL BLANKET (224 SY)
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STORM SEWER TO BE CLEANED
42" -~ 320 FT.

EXISTING EDGE OF PAVEMENT

338 [<113 & 114) R-5 WILL 825 322

STA 3204400 TO STA. 3218400
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TEMPGORARY EROSION CONTROL SEEDING (20 LBS)
AND EROSION CONTROL BLANKET (975 SY)
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EROSION CONTROL LEGEND

TEMPORARY EROSION CONTROL SEEDING
AND EROSION CONTROL BLANKET

"z‘z"‘z’; TEMPORARY PAVEMENT

SEDIMENT CONTROL, SILT FENCE (SEE NOTE 2)

24 INLET FILTER

DRAINAGE STRUCTURE TO BE CLEANED

TEMPORARY DITCH CHECK

FLOW DIRECTION (SEE NOTE 4)

PERMANENT DRAINAGE STRUCTURE NUMBER
(SEE NOTE 5)

PROPOSED STORM SEWER (SEE NOTE 5)

TEMPORARY PIPE CULVERT

SEDIMENT CONTROL SILT FENCE,
STA. 3215416 TO STA. 3217+43
STA. 3217459 TO 3218+00
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EXISTING R.0.W. PIPE CULVERT, CLASS C, TYPE 1, 12 (TEMPORARY)
(SEE NOTE &)

8 e 1.0%

TEMPORARY EROSION CONTROL SEEDING (33 LBS
AND EROSION CONTROL BLANKET (1,614 SY)

NOTES

1. THE CONSTRUCTION LIMITS WILL BE STAKED BY THE ENGINEER
PRIOR TO COMMENCING CONSTRUCTION.
THE CONSTRUCTION LIMITS MAY BE ADJUSTED BY THE ENGINEER TO
PRESERVE TREES AND NO ADDITIONAL COMPENSATION WILL BE PAID
TO THE CONTRACTOR FOR CHANGED CONSTRUCTION LIMITS.

2. SEDIMENT CONTROL, SILT FENCE SHALL BE ERECTED ADJACENT TO
R.0.W., EASEMENT, AND CONSTRUCTION LIMITS AND AS DIRECTED
BY THE ENGINEER.

3. SEE LANDSCAPING PLANS FOR LANDSCAPING REQUIREMENTS.

4. SEE PRE-STAGE 1 CROSS SECTIONS FOR GRADING INFORMATION.

5. SEE PROPOSED DRAINAGE PLANS FOR STORM SEWER INFORMATION,

6. TEMPORARY PIPE CULVERT SHALL BE TEMPORARILY CONNECTED TO
PROPOSED MANHOLE. COST OF TEMPORARY CONNECTION SHALL BE
CONSIDERED INCLUDED IN THE UNIT PRICE OF "PIPE CULVERT, CLASS C,
TYPE 1, 12. (TEMPORARY)".

STA. 3216+88, 32" LT
TEMPORARY CATCH BASIN
(CB TC T86)

RIM EL. 592.90

INV. EL. 591.09

EXISTING CULVERT TO BE REMOVED
(SEE REMOVAL PLANS)

TEMPORARY EROSION CONTROL SEEDING (4 LBS)
AND EROSION CONTROL BLANKET (212 SY)

TEMPORARY EROSION CONTROL SEEDING (4
AND EROSION CONTROL BLANKET (136 SY)

50 0 50 100

SCALE IN FEET

LBS)

ILLINOIS DEPARTMENT OF TRANSPORTATION
DISTRICT NO. 1 SCHAUMBURG

EROSION CONTROL PLAN
PRE-STAGE 1, 1A AND 1B
ILLINOIS ROUTE 59
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